Internal Partitions -

Steel Studs

Installation Method 1
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Detail 1 Elevation

PH/PMF

TECHNIGAL DATA

1/2 hour fire rating, integrity and insulation in accordance with
the criteria of BS 476: Part 22 and AS 1530: Part 4.

Nominal thickness of partition: 74mm
Sound transmission class: = STC 41

PROMATECT™-H boards, each side 6mm thick or
PROMINA® 60 boards, each side 9mm thick

PROMATECT®-H strips 50mm wide, each side 6mm thick or
PROMINA™ 60 strips 100mm wide, each side 9mm thick

Mineral wool, raw density = 23 kg/m* by 60mm thick or
none if using PROMINA® 60 9mm thick boards

Mineral wool seal (optional)

Steel stud 50mm deep x 0.6mm thick at 610mm spacing

Ceiling and floor perimeter steel channel
50mm deep X 0.6mm thick

W4 self-tapping screws at nominal 200mm centres

M6 steel anchor bolt at nominal 600mm centres

Concrete wall or floor slab

1 hour fire rating, integrity and insulation in accordance with the
criteria of BS 476: Part 22 and AS 1530: Part 4.

Nominal thickness of partition: 86mm
Sound transmission class: =~ STC 46

PROMATECT®-H boards, each side 9mm thick or
PROMINA® 60 boards, each side 9mm thick

PROMATECT®-H strips 50mm wide, each side 9mm thick or
PROMINA™ 60 strips 100mm wide by 9mm thick

Mineral wool, raw density = 23 kg/m® by 80mm thick or
= 40 kg/m* by 50mm thick

Mineral wool seal (optional)

Steel stud 50mm deep x 0.6mm thick at 610mm spacing

Ceiling and floor perimeter steel channel
50mm deep x 0.6mm thick

M4 self-tapping screws at nominal 200mm centres

M6 steel anchor bolt at nominal 600mm centres

Concrete wall or floor slab

{continued on next page)



Detail 3

framing members as detailed, these constructions are approved for
heights up to 12m with slight construction amendments, please
consult Promat technical department for details.

240 minutes rating for integrity only in accordance with the relevant
criteria of BS 476 Part 22 can be met using a construction utilising
similar steel studs as detailed above, with a single layer of 9mm
PROMATECT® -H fixed onto one face only. Please note that the board
should be placed on the fire risk side as this construction is not
symmetrical.

Steel stud  partitions  constructed using  minimum  S9mm
PROMATECT™-H fulfill the relevant criteria of BS 5234 with regard to
impact resistance, stiffness etc. Please consult your local Promat office
for construction details
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Detail 4 Horizontal section B-B




